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WARM"'MB THERMOSTATIC CELL FOR MEDICAL FLUIDS

Applications:

The thermostatic cell can be used for heating
medical fluids for diagnostic/therapeutic use
and maintaining them at body temperature.
Can be used for fluids contained in

glass/plastic bottles and in soft plastic bags.

Features:

A thermostatic cell heated by an electrical
resistance combined with forced ventilation.
220 Volts - 50 Hz. - 300 Wait mains power.
The device is made entirely of stainless steel
both internally and externally, so it can be
deaned completely with suitable cloths soaked
in ordinary detergents and disinfectants.
Splashing with water or any fluid is to be
strictly avoided.

The device is equipped with a temperature
control system that guarantees a temperature
of 37°C / 98,6°F with a tolerance
of +/-1°C / 1,8°F.

A constant temperature is ensured, irrespective
of the ambient temperature and the
temperature of the incoming fluid, provided
the ambient temperature is not above 35°C
/ 95°F or below 15°C / 59°F.

The temperature is maintained strictly constant,
thanks to a dual safety system and a closed
loop regulating system with a PID
(proportional, integral, derived) corrective
network that allows a good performance and
sensitivity to disturbances, irrespective of the
volume of the containers, their nature and
the incoming temperature.

For this purpose, in order to allow ready use
of the fluid at the required time, the device
is provided with a special user-programmable
device for automatic switching on at a pre-
setf time.

This programming must take place at the end
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of the day for the next day, or six hours and
thirty minuts before the start time.

The device is also provided with a signal
which can be viewed on the display and
indicates when the temperature has been
reached: the “READY” message appears.
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temperature or any failure or event
considered critical for efficient operation of
the device, the heating/ventilating function
is completely stopped, with optical alarm
and acoustic signaling, for an unlimited time.
These alarm signals can be cancelled only
by operating the general OFF switch.

be operated.
If the device is not to be used for long periods
it is advisable to set the main switch to OFF.

General features:

Power supply: 220 V AC/50 Hz.
Measurements : 510 x 440 x 310 mm (W,H,D)
Weight : 14 Kg / 30,87 Lb.

ORDERING GUIDE:
Code Description Quantity per pack
WARM-MB Thermostatic cell for medical fluids 01 Pcs.
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